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Interceptors

BS, concrete base; for threaded interception rods

with female thread M16

item code material dn [mm] weight [kg] pieces ref.

BS/IG350 concrete 350 16 1 063 933

set consisting of concrete base IGM12 + interception rod GFS Alu7M12 + disconnection sleeve 
TM12 mm Alu

item code material spec. pieces ref.

BS-SET M12/1000MM concrete L=1000mm 1 080 130

BS-SET M12/1500MM concrete L=1500mm 1 080 131

FM, interception mast; up to 8.5 m height, complete with tripod made of stainless steel, cleat for Ø 8 mm conductors and 
concrete base holders. Suitable for levelling up to 10°.

item code material spec. L [m]  no. weights pieces ref.

FM 3 m V2A/Al 3 3 1 081 905

FM 3,5 m V2A/Al 3,5 3 1 081 906

FM 4 m V2A/Al 3 concrete bases 4 3 1 081 907

FM 4,5 m V2A/Al 3 concrete bases 4,5 3 1 081 908

FM 5 m V2A/Al 6 concrete bases 5 6 1 081 909

FM 5,5 m V2A/Al 6 concrete bases 5,5 6 1 081 910

FM 6 m V2A/Al 6 concrete bases 6 6 1 081 911

FM 6,5 m V2A/Al 6 concrete bases 6,5 6 1 081 912

FM 7 m V2A/Al 9 concrete bases 7 9 1 081 913

FM 7,5 m V2A/Al 9 concrete bases 7,5 9 1 081 914

FM 8 m V2A/Al 12 concrete bases 8 12 1 081 915

FM 8,5 m V2A/Al 12 concrete bases 8,5 12 1 081 916




