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Interceptors

FS, interception rod Ø 16 mm; for protection of roof structures, chimneys etc. Also for installation with concrete bases

item code material dn [mm] L [m] pieces ref.

FS500fv fv 16 0,5 1 006 406

FS750fv fv 16 0,75 1 006 407

FS1000fv fv 16 1 1 006 408

FS1250fv fv 16 1,25 1 006 409

FS1500fv fv 16 1,5 1 006 410

FS500Cu Cu 16 0,5 1 006 637

FS1000Cu Cu 16 1 1 006 638

FS1500Cu Cu 16 1,5 1 006 639

FS2000fv fv 16 2 1 083 572

FS2500fv fv 16 2,5 1 083 573

FS/KS, interception rod Ø 16 mm with contact screw; for protection of roof structures, chimneys etc. Also for installation 
with concrete bases

item code material dn [mm] spec. L [m] ps [pcs] ref.

FS/KS 1000 fv fv 16 with KS 1 5 063 981

FS/KS 1500 fv fv 16 with KS 1,5 5 063 975

FS Alu, interception rod; tapered, made of aluminium. For installation with FM concrete bases

item code material L [m] pieces ref.

FS1000/1000 10/16 mm Al Al 2 1 083 158

FS1000/1500 10/16 mm Al Al 2,5 1 083 159

FS1000/2000 10/16 mm Al Al 3 1 083 160

GFS, threaded interception rod Ø 16 mm; for protection of roof structures, chimneys etc. Also for installation with concrete 
bases

item code material dn [mm] L [m] pieces ref.

GFS1000Alu Al 16 1 1 063 969

GFS1500Alu Al 16 1,5 1 063 970

GFS2000Alu Al 16 2 1 063 971




