
[A] TIGHT-BUFFERED PREMISE DISTRIBUTION CABLES

DESCRIPTION LEVITON PART NO. BRAND-REX PART NO.

Multimode OM1 Premise Distribution Cable LSHF/LSZH, EuroClass B2ca — GF062PDCxxLU-B2ca

Multimode OM1 Premise Distribution Cable LSHF/LSZH, EuroClass Dca — GF062PDCxxLU-Dca

Multimode OM1 Premise Distribution Cable LSHF/LSZH, EuroClass Eca — GF062PDCxxLU-Eca

Multimode OM2 Premise Distribution Cable LSHF/LSZH, EuroClass B2ca — GF050PDCxxLU-B2ca

Multimode OM2 Premise Distribution Cable LSHF/LSZH, EuroClass Dca — GF050PDCxxLU-Dca

Multimode OM2 Premise Distribution Cable LSHF/LSZH, EuroClass Eca 120-50DRZ-xx2 GF050PDCxxLU-Eca

Multimode OM3 Premise Distribution Cable LSHF/LSZH, EuroClass B2ca — GFOM3PDCxxLU-B2ca

Multimode OM3 Premise Distribution Cable LSHF/LSZH, EuroClass Dca — GFOM3PDCxxLU-Dca

Multimode OM3 Premise Distribution Cable LSHF/LSZH, EuroClass Eca 120-5LDRZ-xx2 GFOM3PDCxxLU-Eca

Multimode OM4 Premise Distribution Cable LSHF/LSZH, EuroClass B2ca — GFOM4PDCxxLU-B2ca

Multimode OM4 Premise Distribution Cable LSHF/LSZH, EuroClass Dca — GFOM4PDCxxLU-Dca

Multimode OM4 Premise Distribution Cable LSHF/LSZH, EuroClass Eca 120-55DRZ-xx2 GFOM4PDCxxLU-Eca

Single-Mode G.652.D Premise Distribution Cable LSHF/LSZH, EuroClass B2ca — GF008PDCxxLU-B2ca

Single-Mode G.652.D Premise Distribution Cable LSHF/LSZH, EuroClass Dca — GF008PDCxxLU-Dca

Single-Mode G.652.D Premise Distribution Cable LSHF/LSZH, EuroClass Eca 120-SMDRZ-xx2 GF008PDCxxLU-Eca

xx = Fibre Count: 02, 04, 06, 08, 12, 16 or 24

TIGHT-BUFFERED PREMISE DISTRIBUTION CABLES
• Ideal for LAN backbone and premises wiring

• Tight-buffered 900 μm construction 

• Offered in OM1, OM2, OM3, OM4, and single-mode

• Available in fibre counts of 2, 4, 6, 8, 12, 16, and 24

• Cable colours (Leviton part numbers): OM2 = orange, OM3 = aqua, OM4 = heather violet

• Cable colour (Brand-Rex part numbers): blackA

OPTICAL CABLES | Distribution & Ruggedized Cables

RUGGEDIZED DUPLEX BREAKOUT CABLES
• Ruggedized duplex fibre cable is the building block for ruggedized pigtail and patch cords 

• Robust construction designed for short-run indoor patching or where frequent handling 
is likely such as in equipment rooms, wiring closets, and at user outlets

[C] RUGGEDIZED DUPLEX BREAKOUT CABLES

DESCRIPTION OM1 OM2 OM3 OM4 SINGLE-MODE

2-Fibre HF062DUP02L HF050DUP02L HFOM3DUP02L HFOM4DUP02L HF008DUP02L

C

RUGGEDIZED FIBRE PATCH CABLES
• Used in the manufacture of patch cords

• Designed for short-run indoor patching or where frequent handling is likely 

• Colour coded for ease of identification during and post installation 

• Comes in both single fibre (SFC) and duplex fibre (ZIP) constructions

[B] RUGGEDIZED FIBRE PATCH CABLES

DESCRIPTION OM1 OM2 OM3 OM4 SINGLE-MODE

1-Fibre HF062SFC01L HF050SFC01L HFOM3SFC01L HFOM4SFC01L HF008SFC01L

2-Fibre HF062ZIP02L HF050ZIP02L HFOM3ZIP02L HFOM4ZIP02L HF008ZIP02L
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Brand-Rex is a subsidiary of Leviton Mfg. Co., Inc
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